




Fencers

Battery Fencers

PKG 12 PKG 6 PKG 6

PKG 6 PKG 6 PKG 2

The most powerful hi-voltage fencer avail-
able 15,200 volts. Activates 20 miles of
fence wire. Self-diagnostic indicator lights
for fuses, circuitry, and output. OneYear
Lightning Warranty!

The SACO 50 electrifies 50 miles of
fence. It is a low impedance fencer with
4 stored joules of output. It is in store
serviceable and has a 2 year lightning
warranty. Designed for permanent, hi-
tensile fences or any large fence with
heavy vegetation.

SS-5
(5 mile)

SS-10T
(10 mile)

SACO 50SACO XX

Call toll free:
PKG 2PKG 2PKG 2

The SACO 1 electrifies 10 acres of fence
with 1,500 volts. It has an indicator light
and is serviceable in store. OneYear
Lightning Warranty!

SACO 1

Quality .5 joule AC
powered energizer.
Low-impedance
technology delivers more power than standard
energizers and resists power loss due to
shorts. All circuitry is totally encapsulated in
epoxy material providing built-in moisture
and lightning protection. TwoYear Limited
Warranty!

Powerful 1.5 joule AC
powered energizer. Low-impedance technology
delivers more power than standard energizers
and resists power loss due to shorts. All cir-
cuitry is totally encapsulated in epoxy material
providing built-in moisture and lightning pro-
tection. Two Year Limited Warranty!

SS-2000X
Ideal for remote areas
where electricity is
unavailable. 10 mile
range. Operates off six
9 or 12 V battery.
Battery clamps includ-
ed. DC intermittent
input. New enclosure
is textured for
increased durability.
Fence terminals are on
bottom of unit for direct rain protection.
Uses two 1 amp fuses for downline protec-
tion against power surges.

This versatile energizer
can be plugged into a
standard 110 VAC out-
let or hooked to a 6 or
12 volt battery. AC
adapter & battery
clamps are included.
New enclosure is tex-
tured for increased
durability. Fence ter-
minals are on bottom
of unit for direct rain
protection. Uses two 1
amp fuses for downline protection against
power surges.

SS-9000X

SS725

High-power, low-cost electric-powered
energizer. Has a continuous AC current
output. Plugs into a standard 110-120 V
outlet. One year limited warranty. Range
up to 5 acres under ideal conditions.

BATTERY-POWERED ENERGIZER. Includes
mounting stake for easy installation. Range up to 1
mile. Requires two D-Cell batteries (not included).

SS-2LG
(Small Animals)
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SS525SS750

SS-2D
(Dogs)

HC-100

Fencers (continued)

Heavy duty canvas bag contains every-
thing you need to install a portable 25'
x 25' double line enclosure or a 50' x
50' single line enclosure. Ideal to con-
tain 4-5 horses. Kit includes: SS-2D
energizer, 8 4' step-in-posts, 4 corner
bracing steaks, 200' polytape, 4 guy
lines, 2 clamps and more.

UL Listed electric powered poultry
energizer. Designed with lower voltage
to avoid undue hysteria in the poultry
house while preventing roosting and
keeping feeders clean. Fused panel
protection. Uses two 1/16 amp time-
delay fuses. One year limited warranty.

Fused panel offers protection against
power surges. Uses two 1/16 amp
time-delay fuses. Use for pets and
small animals. Has an intermittent
AC output and one year limited war-
ranty. Range: Up to 5 acres under
ideal conditions.

Highpower, low-cost electric powered
fence energizer. Has a continuous AC
current output. One year limited war-
ranty. Range up to 10acres under
ideal conditions.

UL listed high power, solid state electric
fence energizer. Uses two 1/16 amp time-
delay fuses, with fused panel for downline
protection against power surgers. New
enclosure is textured for increased dura-
bility. Fence terminals are on the bottom
of unit for direct rain protection.Weather
resistant cabinets with electronically con-
trolled timing.

UL listed
solid-state
AC powered
fence ener-
gizer. New
enclosure is textured for increased dura-
bility. Fence terminals are on bottom of
unit for direct rain protection. Uses two
1 amp fuses for downline protections
against power surges.

20 mile range. UL listed AC powered
fence energizer. Indicator lamp lights
show strength of electrical charge on
fence. Self-diagnostic; shows if circuit
board is operational for easy repair
analysis. New enclosure is textured for
increased durability.

Battery Powered Energizer
For pets and small animals. Operates off
two D cell batteries. Includes a mount-
ing stake which makes for easy installa-
tion when driven into the ground. One
Year Limited Warranty.
Range up to 1 mile under ideal condi-
tions.

Low-Impedance
Solar
Fencer
SS-440

Call toll free:

SS650

This compact energizer delivers more shocking
power to a fence than larger conventional
models. Low-impedance technology means 1/3
less drain on the battery. Any type of fence wire
can be used, including polywire and polytape.

PKG 6 PKG 2 PKG 2

PKG 1

PKG 6 PKG 2PKG 2 PKG 2

PKG 1 PKG 6 PKG 6

SS-1000X SS-4000XSS550

Fido-Shock Pet Deterrent Kit Complete kit contains 1
Fido-Shock controller, 10 two ft. plastic posts, 1 two foot
ground rod, 100 feet of wire and 10 cotter pins for fas-
tening wire to posts. Kit includes complete installation
instructions.

ELECTRIC FENCE KIT FOR PETS AND SMALL
ANIMALS
Complete kit contains one UL Listed electric fence
energizer, ten 23" PVC fence poles, one 22" ground rod,
100 feet of aluminum wire, 50 cotter pins for fastening
wire, one ground clamp, two extra fuses and complete,
easy-to-follow instructions. The energizer has a one
year limited warranty.

SS725RP SS750RP
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Professional Electric Fence Energizers
Low impedance electric fence energizers with dual output terminals

The new professional line of electric fence energizers are engineered for reliable, high performance use. The most obvious
feature is the unique styling of the housing with a convenient pick-up-an-go handle. All models have two output terminals
- Full power for large livestock and large farms and a reduced power terminal for small areas such as paddocks and for
strip grazing. Both terminals can be operated on two different fence systems at the same time. Features of the Internal
components are:
• All solid state circuitry is specially coated to prevent damage from moisture and salt-laden air.
• The transformer is totally encapsulated in an epoxy resin for complete moisture protection.
• Built-in lightning protection helps reduce damage from power surges on the fence line due to lightning.
• Modular design using plug in components allows quick and easy repairs.

Call toll free:

Features dual output terminals, a control board
operation lamp and an output indicator lamp.
Range: Up to 30 miles under ideal conditions
Stored Energy: 2 Joules Output Voltage: 8.3 KV +
20% open circuit voltage intermittent DC output.
Two-Year limited warranty

Features dual output terminals, a control board
operation lamp and an output indicator lamp.
Range: Up to 75 miles under ideal conditions
Stored Energy: 5 Joules Output Voltage: 8.3 KV
+ 20% open circuit voltage intermittent DC out-
put. Two-Year limited warranty

Features dual output terminals, a control board
operation lamp and an output indicator lamp.
Range: Up to 150 miles under ideal conditions
Stored Energy: 15 Joules Output Voltage: 8.3 KV
+ 20% open circuit voltage intermittent DC out-
put. Two-Year limited warranty

.50-Joules of output energy @ 400 ohms. Up to 50 miles of clean fence wire. Powers
through heavy weeds. Controls all types of animals and livestock. Use on all types of
fence wire including poly wire and tape. Three position switch including battery saver
mode. Operates day and night, for up to 14 days with no sun, once battery is fully
charged. Batteries included. Range: Up to 30 miles under ideal conditions.
Stored Energy: 5 Joules Output Voltage: 8500 +/- 20%

XP-2
AC-Powered / 2 Joules

XP-15
AC-Powered / 15 Joules

XP-5
AC-Powered / 5 Joules

PKG 2

PKG 1

PKG 1PKG 2

SP10
6 Volt Battery
Operated Solar
Powered

SP30
12 Volt Battery
Operated
Solar Powered

PKG 2

Garden Accessories
A-71B

LINE TIGHTENER.
Tightens wire up to 9
gauge and 1/2" polytape -
no tools required. Easy to
use. Black color.

QTY/3 QTY/6 QTY/6 QTY/5

A-15K A-20K A-15P

30" PVC FENCE POLES. Made of
heavy-duty PVC in a forest green color to
blend with nature. Packed 15 poles per
clamshell with cotter pins.

23" PVC FENCE POLES Made of
heavy-duty PVC in a forest green
color to blend with nature. Cotter
pins are not included. Packed 15 poles
per four-color unit carton.

ACCESSORY
KIT FOR PETS
& SMALL ANIMALS.
Contains everything needed to assemble an
electric fence system (excluding energizer).
Kit contains: 18-23" PVC fence poles, 1
two-foot copper-coated ground rod, 50 cot-
ter pins, 1 heavy-duty ground clamp, 1 fence
tester, 250-ft. spool 17 gauge aluminum
wire, and 1 electric fence warning sign.

UL approved, low impedance charger will
charge over 10 miles of wire. Built-in 6-volt
gel battery stays charged over 2 weeks, even
during overcast periods. Made with a weather
resistant cabinet for outdoor use. Pulse light flashes indicating fence is working.
(.15 joules output). The 3-mile and 10-mile range solar controllers feature conven-
ient carrying handles and have versatile mounting brackets for quick installation on
any wood post, Tpost, U-post, or the side of a building. 7,500 volts output, but
voltage will decrease with the addition of more fence.
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311-118 SA Transformer for SS-800 & SS-2000 (12V)
311-124 Transformer for AC/DC 
311-129 SA Transformer for SS-1000, SS-4000 & SACOXX
311-130 SA Transformer for SS-8000 & SS-9000
311-131 A Transformer for SACO 50
311-142 SA Transformer for SS-900
311-156 CP Transformer for SS-500 & SS-525
311-156 FM Transformer for SS-550, SS-650 & SS-750
311-156 S Transformer for SACO I
311-158 R2 Transformer for SS-600, SS-700 & SS-725
311-221 Printed Circuit Board for UL FENCERS 

SS-250, SS-550, SS-650 & SS-750
311-306 Printed Circuit Board/Transformer Mechanism for 

SS-440 & SS-740
311-308 Printed Circuit Board for SS-800 & SS-2000 (12V)
311-310 Printed Circuit Board for SS-8000
311-311A Printed Circuit Board for SACO 50
311-314 Printed Circuit Board for AC/DC

311-316 Printed Circuit Board for SS-1000,
SS-4000 & SACOXX
311-319 R3 Output PC Board for XP-2 & XP-5
311-327 Input PC Board for XP-2 & XP-5
311-332 R1 Input PC Board for XB-6 & XR-6
311-333 Printed Circuit Board for SACO III
311-334 Input PC Board for XB-12 & XR-12
311-337 R1 Output PC Board for XB-6 & XR-6
311-339 Output PC Board for XB-12 & XR-12
311-367 Replacement Solar Module for SS-3000-SS
311-370 SA 6-Volt Solar Module for XR-6
311-371 SA 12-Volt Solar Module for XR-12
311-445 R3 Output Transformer for XP-2 & XP-5
311-455 Output Transformer for XB-12 & XR-12
311-456 Output Transformer for XB-6 & XR-6
311-525 SA Capacitor for SACO-I  SS-505, SS-525 & SS-550
311-527 SA Capacitor for SACO XX, SS1000, SS2000,

& SS4000
311-568 SA Replacement Module for SS-440 & SS-740
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Repair & Replacement Parts

Batteries, Chargers, Choppers & Fuses
’;8.= �28 �288 �.??2=62>

ASB-4V Solar battery for SS440
ASB-6V Solar battery for XR-6 or any 6-volt Solar.
XA-12 Solar battery for XR-12

ASB-4V ASB-6V XA-12

PKG 1

(.<2=
�5.=42=>

TC-4 Trickle-Charger
for ASB-4V

TC-6 TrickleCharger
for ASB-6V

PKG 1

�5;<<2=> �@>2> �
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301-506 3 Prong Chopper
301-507 4 Prong Chopper

301-507301-506

PKG 1

301-402C: 1 AMP Fuse-5/Card-5 Cards/ctn
301-402B: 1 AMP Fuse/Bulk Pack of 100
301-404: 1/16 AMP Delay Fuse 5/Card
301-400: Fuse Plug - 1 each
301-403 Fuse Holder - 1 each
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Round Fiber Posts
3/8" diameter
The points are pencil
sharpened for easier
driving.

20/Bundle

&
�

Clips for round fiberglass post

25/Bag
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Step-in-post. Molded of
plastic and has 8 built-in
hook ups for wire. Very
durable and versatile.

PKG 50/Box

Posts



Accessories
SF-20005

Gate handle. Molded of tough, high
quality plastic with shock-proof
thickness for safe handling protection.

PKG 24/CTN

A-6

Fence Tester. Made of high-quality
molded plastic. Light indicates
proper current flow through fence
wire.

PKG 10/CTN

A-11

TwinTowers Lightning
Arrester automatically grounds
energy flow to the energizer
created by a lightning strike on
the fence line. Has a reuseable
gas chamber. For any voltage
fencer.

PKG 2/CTN

PKG 50/CTN

FT-FO (Orange)
FT-GR (Red)
FT-GP (Pink)
FT-GW (White)

PKG 12 Rolls/CTN

PKG 1

Flagging Tape. Florescent
high-visibility ribbon for
flagging electric fence wire.

2341

Easy to use metal wire tightener.
Install without cutting wire.
Perfect for Electric Fence wire
gauges 14-18 or Polywire.

50/CTN

SF-20410

Ground Clamp
A good ground clamp is
essential to electric fence
performance. Poor
grounding is the #1 reason
for fence controller failure.

1

7335

A 5/8 x 2 ft. galvanized Ground Rod.
Perfect for small backyard fences.
(ground clamp not included.)

1

7336

A 5/8 x 6 ft. galvanized Ground Rod.
Perfect for large fencer applications.
(ground clamp not included.)

1 Poly Bag 10/CTN

1707

Wire Twisting Tool. Drilled on both
ends. Makes bending and twisting
12 1/2 gauge wire easy.

SF-20071

A-71 Line tightener (5/bag)

6/CTN

2199
(Double-pole)

SF-20562
(Single-pole)

Cut-Off Switch (double-pole).

(Single-Pole)
Used to re-direct current on electric
fences or current cut off. Stainless
steel knife switch with large, heavy-
duty base. Made for outdoor use.

10/CTN 6/CTN

SF-20305

Stretcher crank (handle). For use with the
wire-stretcher cogs. 12" long.

10/CTN25/CTN

SF-20401

Tension Springs install permanently in
fence line in tandem with the wire
stretcher cog. For heavier gauge wire.

25/CTN

SF-20330

Fence Tool.
Lifetime guarantee.
Made of heavy steel
with rubber grips.
Also available in
bulk packaging.

12/CTN

FT-2

ChannelLock
Fence Tool.
Lifetime
guarantee.
Made of heavy
steel with
rubber grips.

5/CTN

KT-10

Fence tool combo.
The easy fence tool
makes unrolling
barbed wire a one
person job. The
multi-purpose tool
pulls, staples, twists
wire and cuts wire
and hammers.

6/CTN

SF-20012

Bright yellow plastic with bold
black letters. 4" x 8" sign has 2
holes for wiring to fence or
nailing to post.

3/BAG 30/CTN

Gate Handle for 1-1/2" Polytape
The handle includes a tensioner
connector to attach wide
polytape. The internal spring is
replaceable if damaged.
12-W White - R-12-B Black

1

A-6/5

Multi-Light graduated electric fence
tester. Tells how well your fence
controller is working. Voltages plainly
marked.

5/CTN

Digital
Voltmeter.
An electric
fence tester
with digital
readout. Reads
up to 9,900 volts

1

A-66

12

SF-20004

Hi-visibility rubber handle won’t crack.
Larger stamped hook. Larger flexible
flangs. Internal plastic tube for rigidity.
Double shock protection.

24/CTN

SF-20009

6/CTN

Heavy Duty Gate Handle. Insulating grip
is soft and flexible with safety flanges for
extra shock protection. Unique fastening
plate ensures a secure wire connection. Will
not break, crack or chip with abuse. Steel
components are plated to resist rust.

SF-20003

6/CTN

Spring Gate Assembly. Gate handle with
extension spring stretch to fit openings up
to 20'. Handle, insulators and clamp
included.

Fence Alert
Clips onto
fence wire
or tape.
Flashing light
indicates low
fence voltage.
Light can be seen
from up to one mile.

Call toll free: 1-800-858-0485

SF-20400 SF-20399

IN-LINE
STRAINER
WITH COMPRESSION CLIP. Use to tighten high-
tensile wire. Under compression, it automatically
feeds into cog reel.

Heavy-duty in-line strainer.
Contains spring clip & can be tight-
ened with a wrench.

A-6/DSPA-5
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Insulators

Call toll free:

Wood Post Insulators

Round Post Insulators

Polytape Insulators

ELFWP-25

PKG 25/Bag 10 Bags/CTN

SNUG HT &
SNUG HT/N

25/Bag 20 Bags/CTN

TGN-25

SC-140

PKG 25/Bag 20 Bags/CTN

25/Bag 10 Bags/CTN

SC-160

25/Bag 10 Bags/CTN

SC-150

25/Bag 10 Bags/CTN

2332

25/Bag 10 Bags/CTN

RP-25

25/Bag 20 Bags/CTN

SF-20054

200/Bag 10 Bags/CTN

SC-75

25/Bag 10 Bags/CTN

SNUG 1728

25/Bag 20 Bags/CTN

SWP-25

25/Bag 10 Bags/CTN

Sure Corral
electric fence
insulators with
double-headed
nails for use on
wood post.
Yellow

Our best wood post insulator. Slant nail
design extends 2" from post. Made of
heavy ABS/Polyethylene combination for
longer life. Double-headed nails. Yellow

SC-30

25/Bag 10 Bags/CTN

2249

25/Bag 20 Bags/CTN

Extends 5" from post. Full 3" of wooden
rests on spike. Rugged cross sections of
linear Polyethylene. Nails included.
Yellow

Pin lock insulator.
Molded pin, when
locked, holds wire
tightly to insulator
so the wire can
be released.
Recommended
for high tensile.
Black

Able to withstand
the pressure of
high tensile fencing.
Can be installed
before or after
stringing wires.
Molded of durable
Polypropylene.
2 hot dipped gal-
vanized roofing
nails included.
Black

Tube insulator. Rigged poly-
propylene. For 12.5 gauge wire.
4" long, 3/8" diameter. Black

For wood, metal and T-posts.
Molded pin holds wire tightly-
pull pin to release the wire. Black
color only. Packed 25 per bag.

Slant nail design for better
performance. Extends 1".
Solid wire holders take heavy
barbed wire. Molded of all-
weather polyethylene. Yellow

BWWP-25

25/Bag 20 Bags/CTN

Black Widow insulator with
nail. High quality wide flange
polyethylene “All Weather”
Insulator

Triple Groove Insulator
Smooth and glossy white like
porcelain. Does not shatter or
crack if accidentally hit with
hammer. Tough, linear
polyethylene. No leather washer
needed.

Hot wire carried twice as far from post. Larger hole for larger posts. Fits 1/4" to 9/16"
round posts, and 1/4" fiberglass
T-Posts. Yellow

For Wood Posts. Takes all polytape up to
2" wide. Grips tape tightly to prevent
whipping and sawing. Molded of all-
weather polyethylene. Nails included.

For Studded T-Posts.
Takes all polytape up
to 2" wide. Grips tape
tightly to prevent
whipping and sawing.
Insulator fits 1.25
and 1.33/ft. T-posts
molded of all-weather
polyethylene.

For Round Posts.
Takes all polytape
up to 2" wide. Grips
tape tightly to
prevent whipping
and sawing.
Insulator fits round
posts 1/4" to 9/16"
diameter. Molded of
all weather
polyethylene.

Takes all polytape
up to 1 1 /2" wide.
Grips tape tightly to
prevent whipping
and sawing.
Insulator fits full
weight 1.0 &
1.12#/ft. U posts.
Molded of
all-weather
polyethylene.
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Insulators

Call toll free:

T-Post Insulators

Corner Insulators

SC-60

PKG 25/Bag 10 Bags/CTN

SC-25

PKG 25/Bag 10 Bags/CTN

SC-850

SF-21936 SF-21904 SF-21933 SF-21929 SF-21905

10/Bag 10 Bags/CTN

10/Box 25 Box/CTN 10/Box 6 Box/CTN 25/CTN 25/CTN 25/BOX 20/CTN

SF-20860

10/Bag 10/CTN

451

10/Box 5/CTN

2210

10/Box 20 Bags/CTN

SF-20541

SC-950

10/Bag 10 Bags/CTN 25/Bag 10 Bags/CTN

SC-75

25/Bag 10 Bags/CTN

SC-15

25/Bag 10 Bags/CTN

SC-10

25/Bag 10 Bags/CTN

SC-20

25/Bag 10 Bags/CTN

Screw-on T-post
Insulator. Our best
T-post insulator.
Screws on. Most
secure of all.
Yellow

SNUG-FITTING
T-POST
INSULATOR. Fits
securely on
standard studded
T-posts. One molded
piece — needs no
hardware.YELLOW.

T-post insulator.
Wire carried 2"
from face of post.
Fits standard
1.25 &
1.33 # ft.
studded T-posts. Large flange stops
electric leaks. Grips 3 sides of post.
Yellow

T-post insulator.
Wire carried 5"
from face of post.
Fits standard
1.25 and
1.33 #/ft.
studded T-post. Large flange stops
electric leaks. Grips all 3 sides of post.
Yellow

5" snap-on
reversed T-post
insulator fits
securely on
all sizes of
T-posts, imported and domestic.
Extends wire 5" from post. Yellow

T-post topper. Protects valuable
livestock from sharp, jagged,
T-post tops. Also serves as a
large, heavy-duty electric fence
insulator for the top of a T-post.
Fits 1.0, 1.25, and 1.33/ft. T-post.
Molded of weatherproof
polyethylene. Yellow

Pin-lock Wood and T-post
insulator. Molded pin holds
wire tightly — pull pin
to release the wire.

Sure Corral electric fence corner
post insulator. Thick, tough plastic
withstands strain of wire. Yellow

For high-tensile,
permanent or tem-
porary electric
fence. Use in high
strain applications.

Use for inside corner or as
an end insulator. Withstands
the constant stress of high
tensile fencing. Heavy 3/8"
diameter formed wood screw
threaded bracket. Complete
with hard, black insulator
and self locking fastener.

DOUBLE U END AND
CORNER INSULATOR.
Suitable for high tensile.
BLACK.

Tubular Insulator for cor-
ner posts. Designed for
high tensile fences.
Insulator has metal lining
to prevent cut-through.
Black

Porcelain corner insulator. Old
fashioned "doughnut" style. Porcelain C-shaped Corner Insulator.

Porcelain Corner
insulator. 1 1/16"
screw. For high
pressure in corners.

Porcelain Corner
insulator. 2 1/4" screw.
For high pressure in
corners. For heavier
wire, including barbed
wire.

Single groove Wood post insulator w/washer
& double headed nail.

SF-20870

10/Bag 10 Bags/CTN

High-strength corner
insulator
Molded of heavy-duty
fiberglass-reinforced nylon

10/Bag 10 Bags/CTN

Pin-lock for
T-post.
Pin-lock
insulator.
Molded pin, when locked, holds wire
tightly to insulator and the wire can be
resealed. Recommended for high
tensile.

SC-77
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HP-1502
Hand Held Stock Prod

RING INSULATOR FOR WOOD POSTS. Unique angled slot
ensures wire retention. Works with wire and polyrope. Black color
only.

SAFETY CAP &
INSULATOR FOR 3/8" AND 5/16" STEEL
POSTS — Protects horses and other
valuable animals from
sharp-edged posts. Accommodates any gauge
wire including high-tensile wire.Yellow.

SU-25

SC-940 Insulator

Extension bracket insulator.
Extends insulator 8" from round metal posts,
round or square wooden posts, or flat areas.

Heavy duty 19 ga. steel clip with Elfin insulator
carries wire 5" from post. Fits either side.
Complete with Jr. Twister. Metal parts plated.

SF-20500SF-20180

10/Bag 10 Bags/CTN

PKG 25/Bag 10 Bags/CTN 25/Bag 10 Bags/CTN

PKG 1/Box 1/Box

6/Box

1/Box

8/Bag 10 Bags/CTN 25/Bag 20 Bags/CTN

SF-20275

SNUG U-POST &
CHAIN LINK
INSULATORS
Fits chain link
fabric and 1-3/4"
to 2-1/8" width
U-posts.
YELLOW.

Specialty Insulators

Stock Prods

Call toll free:

Magic shock stock prod. High and low switch enables
the selection of high and low voltage output to deal with
different animals. Flexible shaft. TwoYear Limited Warranty on driver motor

Magrath stock prod.
Flexible shaft.
OneYear Warranty on driver.

Hot Shot Alkaline 'C' Battery. Guaranteed 2 years
on the shelf. Lasts 12 times longer than regular
hot shot batteries.

Light weight (8.2 oz. with batteries), ergonomically
designed, and excellent for carry-on and close-in
work. This unit uses four “AA” batteries (which
have a longer life and is more economical than two
“9” Volt batteries.)

MSP-22SS-36 Cattle Prod

ALK-C
Battery

Shafts
Note: All shafts interchangeable.

Please specify Red Horn (RH) or Standard (SD).

FX22 22" Flexible shaft (Actual length 11 1/2")

FX36 36" Flexible shaft (Actual length 25 1/2")

FX42 42" Flexible shaft (Actual length 431 1/2")

M-9 Magrath 9" shaft

M-22 Magrath 22" shaft (the standard shaft)

M-34 Magrath 34" shaft (1 ft. longer than the standard shaft)

M-44 Magrath 44" shaft
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Polywire / Jumbo Polywire / Polyrope

Poly Tape

Accessories

Call toll free:

Regular polywire
on 1320' cone, 6
strands of electrical
conductors. High
visibility orange/white,
with a breaking point
of 180 lbs.

Jumbo polywire
on 656' cone, 9
strands of electrical
conductors. High
visibility orange/white,
with a breaking point
of 310 lbs.

Jumbo polywire
on 1320' cone, 9
strands of electrical
conductors. High
visibility orange/white,
with a breaking point
of 310 lbs.

Polyrope on 656'
spool, 6 strands of
electrical conductors.
High visibility
orange/white, with a
breaking point of 180 lbs.

1/2" polytape
on 656' spool, 5
strands of electrical
conductors. High
visibility orange/white,
with a breaking point
of 150 lbs.

1/2" polytape
on 1320' spool, 5
strands of electrical
conductors. High
visibility orange/white,
with a breaking point
of 150 lbs.

1" polytape
on 656' spool, 8
strands of electrical
conductors. High
visibility orange/white,
with a breaking point of 320 lbs.

11/2" polytape
on 656' spool, 13
strands of electrical
conductors. High
visibility orange/white,
with a breaking point of 500 lbs.

2" polytape
on 656' spool, 14
strands of electrical
conductors. High
visibility orange/white,
with a breaking point
of 890 lbs.

Polytape Splicer
Used to splice and tension
polytape up to 1/2" wide.

Polytape Splicer
Used to splice and tension
polytape up to 1" wide.

Polytape Splicer
Used to splice and tension
polytape up to 2" wide.

Splicing Buckle
Use to splice 1" - 1 1/2" wide polytape.
Easy to thread. Grips tightly. Aluminum.

Polytape Endpiece Connector
Used to connect 1/2" polytape.

Polytape Endpiece Connector
Used to connect 1" polytape.

Polytape Endpiece Connector
Used to connect 2" polytape.

Takes all polytape up to 1 1/2" wide. Grips
tape tightly to prevent whipping and sawing.
Lag bolt included.

SPW200

SPT-200

SPA-50

SPA-130 SPA-140 SPA-150 2809

SPA-75 SPA-100 2880

SPT-400 SWT-200 SPT-330/1.5 SPT-656/2

Regular polywire
on 656' cone, 6
strands of electrical
conductors. High
visibility orange/white,
with a breaking point
of 180 lbs.

10 rolls per case

10 rolls per case

3/Bag 5/CTN

3/Bag 5/CTN 3/Bag 5/CTN 3/Bag 5/CTN 3/Bag 5/CTN

3/Bag 5/CTN 3/Bag 5/CTN 2/Bag 10/CTN

4 rolls per case 4 rolls per case 4 rolls per case 4 rolls per case

8 rolls per case 10 rolls per case 8 rolls per case 4 rolls per case

SPW400 JSPW200
(Jumbo)

JSPW400
(Jumbo)

SPR-200
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SPA-300

POLYTAPE T-POST
CORNER INSULATOR

SPA-22 SF-20002

PKG 2/Bag 5/CTNPKG 1 per bag 4/CTN PKG 2/Bag 5/CTN

1/Bag 5/CTN

1/Bag 5/CTN 1/Bag 5/CTN

GATE KIT. The best
electric gate handle made. Practically
unbreakable. Includes a connector to
attach wide polytape. Replaceable spring.
Gate kit includes tensioners and 20' of
webbing.

SF-20020

1/Bag 10/CTN

5/Bag 10/CTN

2 per carton

PKG 25/bag 10/CTN PKG 25/bag 10/CTN PKG 25/bag 10/CTN PKG 10/bag 10/CTN

1 per carton 10 per carton 6 per carton

1/Kit 10/CTN

1/Bag 5/CTN 1/Bag 5/CTN

Call toll free:

Accessories

Reels

Poly Tape Insulators

2810 SPA-200 SPA-250 SPA-350

SPA-25 2768 2771

SIR-ER SIR-500 EFS-1 WW-I

Takes all polytape up to 1 1/2" wide.
Suitable as a corner and end connector.
Grips tape tightly to prevent whipping
and sawing. Lag bolt included.

Polytape to Polytape Joiner
Used with polytape up to 2" wide.
Provides electric current between two lev-
els of polytape.

Polytape Corner–End Insulator
Used with polytape up to 2" wide.
Can be nailed or screwed onto post.

Polytape to Energizer Connector
Used with polytape up to 2" wide.
Convenient way to electrically connect poly-
tape to energizer.

Polyrope Connector
Used to splice and tension polyrope.

Tape Buckle/Gate Anchor
For 1/2" polytape. Use to splice two
lengths of tape. Attach to pinlock insulator
to form gate anchor or tape end. Has
many uses.

For 1/2" polytape. Consists of 2 #2743
Electrical connectors, 5 #2768 Buckle
anchors, 2 #2249 Wood Post Pinlock
Insulators, 2 #2550 T-Post Pinlock
Insulators and Instruction sheet

Empty take up spool, w/o handle, for
SIR-500.

Super reel for
1320' of polywire
or 660' of polytape.

Empty take up
spool, w/o handle,
for storage of
polywire or tape. Light duty wire winder, complete.

Holds tape tightly to prevent movement.
Molded of heavy-duty polyethylene.
Large flange prevents arcing. Tape holder
unlocks for easy installation. Extends tape
2" from post. Nails included.

Holds tape tightly to prevent movement.
Molded of heavy-duty polyethylene.
Large flange prevents arching. Tape
holder unlocks for easy installation. Fits
round posts 1/4" to 9/16" in diameter
and small fiberglass T-posts.

Holds tape tightly to prevent movement.
Molded of heavy-duty polyethylene.
Large flange prevents arching. Tape
holder unlocks for easy installation. Fits
1.25" & 1.33"/ft. T-posts.

Protects animals from sharp-edged
T-Posts tops. Accommodates any gauge
wire.

SC-950WSC-160WSC-150WSC-140W

Insulated anchor to be
used in conjunction with
gate handle.
For T-Post gate posts.

Insulated anchor
to be used in
conjunction with gate handle.
Screw-in type for wood gate posts.
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Call toll free:

SF-20546

50' INSULTUBE. Used for insulating
hot feed wires to be strung overhead or
underground to bring electricity to the
fence. Can also be cut to insulate live
wires from neutral wires. Also used to
enclose wires buried underground for
crossing underneath gateways.

50' UNDERGROUND CABLE. Is
used in the same manner as #500-546
to the left, except you don’t have to
thread the wire thru the tubing. The
underground cable is made of
non-conductive polyethylene, which is
extruded around 12ga. 170,000 PSI
Class 3 galvanized wire.

SF-20551

200' UNDERGROUND CABLE. Is
used in the same manner as #500-546
to the left, except you don’t have to
thread the wire thru the tubing. The
underground cable is made of
non-conductive polyethylene, which is
extruded around 12ga. 170,000 PSI
Class 3 galvanized wire.

SF-20552

1-3/4" BARBED FENCING STAPLES. Top
quality, made from Class 3 galvanized wire,
which lasts 3 times longer than Class 1
staples. Solves the problem of loosening line
wires by increasing the staple’s grip in the
post.

400-407T

1/BOX 1/BOX 1/BOX 5 #/BOX

PKG 25/BAG

High-Tensile Fencing

SF-20424

CRIMPING SLEEVE 1-2
Used with 14 ga. and 15 ga.
wire.

PKG 2/BOX

HIGH TENSILE WIRE CUTTER
Specially hardened jaws to cut 12 gauge high-tensile
fence wire. Comfortably shaped handles lock closed to
carry, spring open to use.

PKG 5/BAG 10/CTN

SF-20402
5" GALVANIZED
BRACE PIN

constructed from 3/8" carbon steel rods and galvanized. Use 400-
402T with 6"x8" post in each single or double brace assembly.
Use 400-403T with 5"x8" post and 4"x8" post in double brace
assembly.

SF-20403
10" GALVANIZED
BRACE PIN

4/BOX

2212

Under Ground Insulation. Double insula-
tion over galvanized steel wire. Perfect for
underground use and to connect fencer to
line wire. 14 ga. x 164' on plastic spool.

12 PER BUNDLE

200-260

MULTI GROOVE POLY SPACER.
Made of high quality polyethylene.
UV stabilized, notched every inch.

25/BAG 10 BAGS/CTN

SF-20430

M.G. POLY-SPACER CLIP Multi-groove
poly-spacer clip with galvanized finish is used
in conjunction with the multi-groove
poly-spacer #200-260. Attaches spacer
tightly to high-tensile wire.

10/BOX

SF-20309

3 HOLE TWISTING TOOL
Primarily used to wrap #400-430
M.G. clips to wire, but extra holes
give it a use for 12 ga., and 9 ga.
wire twisting.

PKG 1

SF-20303

SPINNING JENNY WITH BRAKE
Allows easy payout for coiled wire.
Includes built-in brake to prevent
wire from uncoiling.
Assembly required.

100/BAG

SF-20415

CRIMPING
SLEEVE 2-3
Used with 12 ga.
wire.

25/BAG

SF-20425

CRIMPING
SLEEVE 2-3
Used with 12 ga.
wire.

10/BAG

SF-20426

CRIMPING SLEEVE 3-4
Used with 10 and 11 ga.
wire and 14 and 15 ga.
barbed wire.

10/BAG

SF-20427

CRIMPING
SLEEVE 4-5
Used with 9 ga. wire
and 13 and 13 ga.
barbed wire. When
tying wire off to itself,
use two sleeves butted
together.

Gripple

2881 - (Small) Fits 17-13 GA
smooth wire. 20/BAG

2882 - (Medium) Fits smooth 14-10
GA High Tensile, including 12 1/2
GA H.T. 20/BAG

2883 - (Large) Fits smooth 10-7.5
GA. 10/BAG

2886 - (Maxi) Fits smooth 7 - 8 GA
(.177/.120") & 12 1/2 GA barbed.
10/BAG

Accessories

SF-20310

Larry
Typewriter
Free Shipping - US Orders > $50

Larry
Typewriter
888-538-7521

Larry
Typewriter
www.PastureFence.com

Larry
Typewriter
12

Larry
Typewriter
12



Call toll free:

Aluminum Wire

Steel Wire

Item #

AW250

AW1320

AW2640

FW07

FW08

FW04

FW21

Description

150' 17 gauge

1/4 mile - 17 gauge

1/2 mile - 17 gauge

1/4 mile - 14 gauge

1/2 mile - 14 gauge

1/4 mile - 15 gauge

1/4 mile - 12 1/2 gauge

Pkg.

16

8

4

8

4

8

4

Wt. Pkg.

16#

31#

29#

64#

64#

53#

56#

Breaking

90#

90#

90#

215#

215#

150#

360#

Tensile Strength

38000PSI

38000PSI

38000PSI

38000PSI

38000PSI

38000PSI

50000PSI

Item #

WC100

WC250

Description

100 ft coil, 17 gauge

250 ft coil, 17 gauge

Pkg.

25

12

Wt. Pkg.

14

15

Breaking

125-145

125-145

Tensile Strength

90,000-105,000

90,000-105,000

QTY 6

Capacity up to 300GPH. Tough hi-impact weather
resistant plastic housing. Operates from 3/4" garden
hose. Styrofoam float protected in styrene case cannot
be punctured like a hollow float. Replaceable orifice.
Plated hanging brackets and screws

798

6

Capacity up to 300 GPH. Die-cast aluminum housing. Operates
from 3/4" garden hose. Brass hose thread liners stops corrosion.
Styrofoam float cannot be punctured like a hollow float. Replaceable
orifice. Plated hanging brackets and screws.

1780

1

Replacement float assemblies for 766,
767, 1527, 1780, 1800, 1530, 798, and 1801.

1041

Float Valves

In-line mechanical splice. Used for splicing two smooth
12 1/2 gauge wires by inserting both wires as far as
possible into the ends of the link.

12 1/2 - 14 gauge
wire or 9 gauge
smooth wire. One
splice per joint.

400-456
Wire Link

SF-20560Wire TapsLBW1
Wire Splices

FWT3-4. 12 1/2 to 14 1/2 GA smooth & 15 1/2 GA
barbed fence wire to 12 1/2 - 16 GA smooth hook-up
wire. Not a splice. Use to connect hook-up or ground-
ing wire to fence. Crimps in standard crimping tool.

PKG 100/BOX 1/BAG 10/BAG

Fence Splicing Equipment
Aluminum Splicing SleevesSF-20320

Splice tool
CT-1
SACO Splice/Cut Tool

Free
Splicing Center

Display

PKG 1 1

Repairs any wire fencing. Including
barbed, woven, and electric high
tensile. Splice or cut wit this versatile
tool 18" dual purpose tool with
adjustable case.
OneYear Warranty

Multi-groove hand tool to press sleeves
SFW 1-2 thru SFW 5-6 and line taps
FWT 3-4 and FWT 4-5.

Use to lap splice two wires.
Crimps in standard crimping tool.

SF-20424A: For 17 ga. electric wire - 25/BAG
SF-20425A: For 12 ga. hi-tensile wire -

25/BAG
SF-20415A: For 15 ga. barbed wire -

100/BAG
SF-20426A: For 9 ga. smooth and some 12 ga

barbed wire - 10/BAG
SF-20427A: For 12 ga. barbed wire - 10/BAG
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Call toll free:

NEW KNOTTED CONSTRUCTION
without molded plastic joints for lower
wind resistance and easier handling.

The original FAST FENCE™ nets have a 4x6 inch (10x15
cm) mesh that is tighter and safer then other designs. Posts
with one piece sraight spikes that are zinc coated make the
nets easier to handle. Standard 34" Net is “for Sheep
and Gardens”, is 34" (85 cm) high, and will control most
other large farm animals too, like pigs, cows, calves, ponies
& horses. All these electric fence nets come in 165 foot
(50m) rolls.
NET-33 (orange)

Sheep Net
At 33 inches tall and 165 feet long this net is suitable for
containing sheep and other similar sized animals while
detering predators like dogs, coyotes and racoons from get-
ting in. The vertical and horizontal strands are connected
by a molded plastic, non-slip bead. The vertical and bottom
horizontal strands are wireless to prevent arching to the
ground. All horizontal strands are connected at both ends
with a galvanized junction clip for joining additional nets
and connecting the fence charger.
P-75-G (green)
P-75-W (white)

Standard 42" Net is (105 cm) “for Sheep, Goats,
and Dogs”, and provides extra security and peace of mind.
Standard Nets are orange with white posts. All these elec-
tric fence nets come in 165 foot (50m) rolls.
NET-42 (orange)

Poultry/Goat Net
At 43 inches tall and 165 feet long this net is suitable for
containing or detering all animals. The horizontal strands
are spaced close at the bottom and gradually increase in
spacing toward the top, similar to a metal combo panel.
This aids in containing clipped foul and smaller animals yet
is tall enough for goats, llamas and even horses or cows.
The vertical and horizontal strands are connected by a
molded plastic non-slip bead. The vertical and bottom hori-
zontal strands are wireless to prevent arching to the ground.
All horizontal strands are connected at both ends with a
galvanized junction clip for joining additional nets and con-
necting the fence charger.
P-89-G (Green)
P-89-W (white)

Portable Sheep
Fence
For grazing control
and protection from
predators.

Lightweight &
Electric
Electric Sheep nets
weigh only 8 lbs.
and may be powered
by battery
operated energizers.

NEW Tighter 4.5"
Mesh
For better lamb and
small animal control

One Piece Smooth
Surface Posts
Avoid snagging and
difficult handling
of earlier net designs.

Choice of spike
length
5" for easy installation
in harder ground.
7" for more stability in
softer soils, and
Zink coated to resist
rust.

NOTE: Horizontal strands contain three stainless steel
wires each except bottom one. Do not use weed burner
or other heat-producing fence charger

Electric Sheep, Poultry, Goat & Garden Net
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WIRE STRETCHER. Grips any type wire
to aid in splicing and stretching wire
fencing. Securely holds both wire ends in
place as you splice, making fence repairs
easier. Ruggedly built with strong hooks and
powerful, easy-to-use ratchet action.

300-315

Easy Fence Tool makes
stringing barbed wire
much easier and cuts
fencing time drastically.
One person can easily
unroll wire.

12/BOX 8/PKG

SF-20412

Farm & Construction Products
A-100 Roll-a-BobSF-20053A-54

Woven Wire Fence Stretcher
Great for 48" to 52" field fence;
chain link fence from 36" to 48";
and many others. U-channel holds
wire fence firmly. Woven wire
fence stretcher allows fence
to be pulled evenly and tightly.
1/Box

SPRING KIT.
Replacement springs for
A-53 Wire Stretcher. Also
works on similar wire
stretchers.

Barbed wire unrolling
tool.
Lightweight and durable.

3/PKG 6/BOX

CALL TOLL FREE

1/PKG 4/CTNPKG 1/BOX

LARGE FENCE POST
BRACKET
Heavy 16 gauge galvanized
steel. For wood fence. Use
to connect 3" - 6" dia. rail
to 7" - 8" dia. posts. EIP-1000 Immobilizer Probe

EI-1046 Electronic Immobilizer

The revolutionary Immobilizer actually
immobilizes animals, making it easier than
ever to perform a wide range of proce-
dures. It can eliminate the use of force,
harnesses, ropes and other restraints.
Comes complete with operator’s manual,
output socket and lead, charger and elec-
trodes for mouth and caudal fold, and a
carrying case.

Now Available Complete Line of Products

Natural Solutions for the Home, Lawn & Garden

5460 70102

The Most Recognized and Trusted Name in Rodent Control
Offering the Broadest Range of Efficacious Rodent Solutions

M150 M201
M502

00102
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                 PastureFence.Com
                               Order Form

 Credit Card Information

First Name

Middle Initial

Last Name

Street Address

City

State or Province

Zip or Postal Code

Country

Phone Number

Email Address

Payment Method Visa, Master Card, American Express, Discover

Credit Card Number

Expiration Date (MM/YY)

Verification Number American Express - 4 Digit, Front, All Others - 3 Digit, Back

Customer Signature

 Shipping Information, if Different

 from Credit Card Information

First Name

Middle Initial

Last Name

Street Address

City

State or Province

Zip or Postal Code

Country

Phone Number

 Item #            Description                                                                       Qty                          Cost

 Fax Orders to: Mail Orders to:                       Make Checks Payable to:

 1-803-753-9210 SecurePets.Com                            SecurePets.Com

3222 Montclair Avenue

Lewis Center, Ohio 43035



P
ri

c
e 

L
is

t
  
  
  
D

is
co

u
n

ts
 f

o
r 

L
a
rg

e 
Q

u
a
n

ti
te

s
P

a
st

u
re

F
en

ce
.C

o
m

E
ff

ec
ti

v
e 

F
eb

ru
ar

y
 1

4
,2

0
1
1

  
  

  
C

a
ll

 8
8
8
-5

3
8
-7

5
2
1
 f

o
r 

Q
u

o
te

s
a

 S
u

b
si

d
a

ry
 o

f 
S

ec
u

re
P

et
s.

C
o

m

P
a

g
es

 2
-4

 
3
1
1
-3

1
4

3
1

.9
5

$
  

 
A

-1
1

1
7

.9
5

$
 

S
F

-2
0

8
7

0
 (

B
ag

 o
f 

1
0

)
1

5
.9

5
$

  
 

S
P

A
-1

5
0

 (
B

ag
 o

f 
3

)
1

2
.9

5
$

  
 

P
a

g
es

 1
3

S
A

C
O

-1
3
4
.9

5
$
  

 
3
1
1
-3

1
6
  

 
2

9
.9

5
$
  

 
S

F
-2

0
3

3
0

1
8

.9
5

$
 

S
C

-8
5

0
 (

B
ag

 o
f 

1
0

)
1

2
.9

5
$

  
 

2
8

0
9

 (
B

ag
 o

f 
3

)
1

6
.9

5
$

  
 

7
9

8
1

8
.9

5
$

  
 

S
A

C
O

-X
X

1
0
9
.9

5
$
 

3
1
1
-3

1
9
R

3
2

5
.9

5
$
  

 
F

T
-2

3
3

.9
5

$
 

S
F

-2
0

8
6

0
1

3
.9

5
$

  
 

P
a

g
es

 1
1

1
7

8
0

2
2

.9
5

$
  

 

S
S

-5
5
4
.9

5
$
  

 
3
1
1
-3

2
7
  

2
7

.9
5

$
  

 
K

T
-1

0
2

4
.9

5
$
 

S
F

-2
1

9
3

6
1

4
.9

5
$

  
 

2
8

1
0

1
7

.9
5

$
  

 
1

0
4

1
1

3
.9

5
$

  
 

S
S

-1
0

6
9
.9

5
$
  

 
3
1
1
-3

3
2
R

1
3

1
.9

5
$
  

 
S

F
-2

0
0

1
2

1
2

.9
5

$
 

S
F

-2
1

9
0

4
1

5
.9

5
$

  
 

S
P

A
-2

0
0

1
3

.9
5

$
  

 
C

T
-1

5
9

.9
5

$
  

 

S
A

C
O

-5
0

1
1
9
.9

5
$
 

3
1
1
-3

3
3

2
3

.9
5

$
  

 
S

F
-2

0
4

0
0

1
2

.9
5

$
 

S
F

-2
1

9
3

3
1

1
.9

5
$

  
 

S
P

A
-2

5
0

1
3

.9
5

$
  

 
S

F
-2

0
3

2
0

8
2

.9
5

$
  

 

S
S

-2
0

0
0
X

9
9
.9

5
$
  

 
3
1
1
-3

3
4

5
0

.7
6

$
  

 
S

F
-2

0
3

9
9

1
3

.9
5

$
 

S
F

-2
1

9
2

9
1

1
.9

5
$

  
 

S
P

A
-3

5
0

1
2

.9
5

$
  

 
S

F
-2

0
4

2
4

A
 (

B
ag

 o
f 

2
5

)
1

2
.9

5
$

  
 

S
S

-9
0

0
0
X

1
2
4
.9

5
$
 

3
1
1
-3

3
7
R

1
5

1
.0

9
$
  

 
S

F
-2

0
3

0
5

1
4

.9
5

$
 

S
F

-2
1

9
0

5
 (

B
ag

 o
f 

2
5

)
1

5
.9

5
$

  
 

S
P

A
-2

5
1

2
.9

5
$

  
 

S
F

-2
0

4
1

5
A

 (
B

ag
 o

f 
1

0
0

)
1

8
.9

5
$

  
 

H
C

-1
0

0
3
2
9
.9

5
$
 

3
1
1
-3

3
9

2
5

.9
5

$
  

 
S

F
-2

0
4

0
1

1
4

.9
5

$
 

4
5

1
 (

B
ag

 o
f 

1
0

)
2

3
.9

5
$

  
 

2
7

6
8

 (
B

ag
 o

f 
5

)
1

3
.9

5
$

  
 

S
F

-2
0

4
2

5
A

 (
B

ag
 o

f 
2

5
)

1
2

.9
5

$
  

 

S
S

4
4

0
1
7
4
.9

5
$
 

3
1
1
-3

6
7

ca
ll

F
T

-F
O

1
2

.9
5

$
 

2
2

1
0

 (
B

ag
 o

f 
1

0
)

1
7

.9
5

$
  

 
2

7
7

1
1

7
.9

5
$

  
 

S
F

-2
0

4
2

6
A

 (
B

ag
 o

f 
1

0
)

1
2

.9
5

$
  

 

S
S

-7
2

5
3
9
.9

5
$
  

 
3
1
1
-3

7
0
S

A
1
9

9
.9

5
$
 

F
T

-G
R

1
2

.9
5

$
 

S
F

-2
0

5
4

1
  

(B
ag

 o
f 

1
0

)
1

8
.9

5
$

  
 

S
P

A
-3

0
0

1
4

.9
5

$
  

 
S

F
-2

0
4

2
7

A
 (

B
ag

 o
f 

1
0

)
1

2
.9

5
$

  
 

S
S

-2
L

G
6
9
.9

5
$
  

 
3
1
1
-3

7
1
S

A
2
2

9
.9

5
$
 

F
T

-G
P

1
2

.9
5

$
 

P
a

g
es

 9
S

P
A

-2
2

2
5

.9
5

$
  

 
S

F
W

5
-6

 (
B

ag
 o

f 
1

0
0

)
3

3
.9

5
$

  
 

S
S

-6
5

0
6
9
.9

5
$
  

 
3
1
1
-4

4
5
R

3
5

9
.5

8
$
  

 
F

T
-G

W
1

1
.9

5
$
 

S
F

-2
0

1
8

0
 (

B
ag

 o
f 

1
0

)
1

4
.9

5
$

  
 

S
F

-2
0

0
2

0
 (

B
ag

 o
f 

2
)

1
3

.9
5

$
  

 
L

B
W

-1
 (

B
ag

 o
f 

1
0

0
)

2
7

.9
5

$
  

 

S
S

-7
5

0
7
4
.9

5
$
  

 
3
1
1
-4

5
5

5
9

.5
8

$
  

 
2

3
4

1
1

3
.9

5
$
 

S
F

-2
0

5
0

0
 (

B
ag

 o
f 

8
)

1
7

.9
5

$
  

 
S

F
-2

0
0

0
2

 (
B

ag
 o

f 
2

)
1

2
.9

5
$

  
 

4
0

0
-4

5
6

1
4

.9
5

$
  

 

S
S

-5
2

5
  

N
o
 F

u
se

3
9
.9

5
$
  

 
3
1
1
-4

5
6

6
1

.8
9

$
  

 
2

1
9

9
1

9
.9

5
$
 

S
U

-2
5

 (
B

ag
 o

f 
2

5
)

1
5

.9
5

$
  

 
S

F
-2

0
5

6
0

 (
B

ag
 o

f 
1

0
)

1
3

.9
5

$
  

 

S
S

-5
0

5
  

F
u
se

5
9
.9

5
$
  

 
3
1
1
-5

2
5
S

1
3

.9
5

$
  

 
S

F
-2

0
5

6
2

1
4

.9
5

$
 

S
F

-2
0

2
7

5
 (

B
ag

 o
f 

2
5

)
1

6
.9

5
$

  
 

S
IR

-E
R

1
7

.9
5

$
  

 
A

W
-2

5
0

1
5

.9
5

$
  

 

S
S

-2
D

6
9
.9

5
$
  

 
3
1
1
-5

2
7
S

A
1

5
.9

5
$
  

 
S

F
-2

0
0

7
1

  
(B

ag
 o

f 
5

)
1

5
.9

5
$
 

S
C

-9
4

0
 (

B
ag

 o
f 

2
5

)
1

5
.9

5
$

  
 

S
IR

-5
0

0
5

9
.9

5
$

  
 

A
W

-1
3

2
0

2
8

.9
5

$
  

 

S
S

-5
5

0
7
9
.9

5
$
  

 
3
1
1
-5

6
8
S

A
7

6
.9

5
$
  

 
S

F
-2

0
4

1
0

1
2

.9
5

$
 

S
S

-3
6

6
9

.9
5

$
  

 
E

F
S

-1
1

3
.9

5
$

  
 

A
W

-2
6

4
0

7
5

.2
8

$
  

 

S
S

-1
0

0
0
X

1
0
9
.9

5
$
 

3
1
1
-3

1
9
E

2
4

.9
5

$
  

 
7

3
3

5
1

4
.9

5
$
 

M
S

P
-2

2
9

3
.9

5
$

  
 

W
W

-1
2

1
.9

5
$

  
 

F
W

-0
7

7
2

.1
7

$
  

 

S
S

-4
0

0
0
X

1
1
9
.9

5
$
 

3
1
1
-S

P
1
0

7
2

.9
5

$
  

 
7

3
3

6
1

9
.9

5
$
 

M
S

P
-3

4
9

4
.9

3
$

  
 

S
C

-1
4

0
W

 (
B

ag
 o

f 
2

5
)

1
6

.9
5

$
  

 
F

W
-0

8
1

3
4

.6
4

$
 

S
S

-7
2

5
R

P
6
9
.9

5
$
  

 
A

S
B

-4
2

4
.9

5
$
  

 
1

7
0

7
1

3
.9

5
$
 

M
S

P
-4

4
9

8
.7

9
$

  
 

S
C

-1
5

0
W

 (
B

ag
 o

f 
2

5
)

1
7

.9
5

$
  

 
F

W
-2

1
1

1
6

.9
9

$
 

S
S

-7
5

0
R

P
1
0
4
.9

5
$
 

A
S

B
-6

V
5

5
.4

2
$
  

 
P

a
g

es
 7

M
S

P
-9

9
2

.9
4

$
  

 
S

C
-1

6
0

W
 (

B
ag

 o
f 

2
5

)
1

7
.9

5
$

  
 

W
C

-1
0

0
1

2
.9

5
$

  
 

A
-1

5
K

3
9
.9

5
$
  

 
X

A
-1

2
1
3

9
.9

5
$
 

E
L

F
W

P
2

5
 (

B
ag

 o
f 

2
5

)
1

3
.9

5
$
 

A
L

K
-C

 (
B

o
x

 o
f 

6
)

1
7

.9
5

$
  

 
S

C
-9

5
0

W
 (

B
ag

 o
f 

1
0

)
1

6
.9

5
$

  
 

W
C

-2
5

0
1

4
.9

5
$

  
 

A
-2

0
K

5
4
.9

5
$
  

 
T

C
-4

2
6

.9
5

$
  

 
S

W
P

-2
5

 (
B

ag
 o

f 
2

5
)

1
3

.9
5

$
 

H
P

-1
5

0
2

3
6

.9
5

$
  

 
S

C
-7

5
W

1
5

.9
5

$
  

 
P

a
g

es
 1

4

A
-1

5
P

2
9
.9

5
$
  

 
T

C
-6

2
6

.9
5

$
  

 
S

C
-3

0
 (

B
ag

 o
f 

2
5

)
2

0
.9

5
$
 

F
X

-2
2

2
0

.9
5

$
  

 
P

a
g

es
 1

2
N

E
T

-3
3

1
8

9
.9

9
$
 

A
-1

0
 (

B
ag

 o
f 

5
0

 C
o

tt
er

 P
in

s)
 

1
2
.9

5
$
  

 
3
0
1
-5

0
6
 

1
7

.9
5

$
  

 
2

2
4

9
 (

B
ag

 o
f 

2
5

)
1

8
.9

5
$
 

F
X

-3
6

2
2

.9
5

$
  

 
S

F
-2

0
4

2
4

 (
B

ag
 o

f 
2

5
)

1
3

.9
5

$
  

 
P

-7
5

-G
1

9
4

.9
5

$
 

A
-7

1
B

 (
B

ag
 o

f 
5
)

1
5
.9

5
$
  

 
3
0
1
-5

0
7
 

1
7

.9
5

$
  

 
S

N
U

G
-H

T
 (

B
ag

 o
f 

2
5

)
1

5
.9

5
$
 

F
X

-4
2

2
3

.9
5

$
  

 
S

F
-2

0
4

1
5

 (
B

ag
 o

f 
1

0
0

)
2

1
.9

5
$

  
 

P
-7

5
-W

1
9

4
.9

5
$
 

X
P

-2
1
9
9
.9

5
$
 

3
0
1
-4

0
2
C

 (
C

ar
d
 o

f 
5
)

1
2

.9
5

$
  

 
S

N
U

G
-H

T
N

 (
B

ag
 o

f 
2

5
)

1
6

.9
5

$
 

M
-9

2
5

.9
5

$
  

 
S

F
-2

0
4

2
5

 (
B

ag
 o

f 
2

5
)

1
4

.9
5

$
  

 
N

E
T

-4
2

2
5

9
.9

5
$
 

X
P

-5
2
3
4
.9

5
$
 

3
0
1
-4

0
2
B

 (
P

ac
k
 o

f 
1
0
0
)

3
1

.9
5

$
  

 
S

F
-2

0
0

5
4

 (
B

ag
 o

f 
2

0
0

)
2

1
.9

5
$
 

M
-2

2
2

5
.9

5
$

  
 

S
F

-2
0

4
2

6
 (

B
ag

 o
f 

1
0

)
1

4
.9

5
$

  
 

P
-8

9
-G

2
8

9
.9

5
$
 

X
P

-1
5

2
9
4
.9

5
$
 

3
0
1
-4

0
4
 (

C
ar

d
 o

f 
5
) 

1
5

.9
5

$
  

 
S

F
-2

0
5

4
0

 (
B

ag
 o

f 
2

5
)

1
3

.9
5

$
 

M
-3

4
2

6
.9

5
$

  
 

S
F

-2
0

4
2

7
 (

B
ag

 o
f 

1
0

)
1

4
.9

5
$

  
 

P
-8

9
-W

2
8

9
.9

5
$
 

S
P

-1
0

2
3
9
.0

0
$
 

3
0
1
-4

0
0
 (

E
ac

h
)

1
2

.9
5

$
  

 
S

C
-7

5
 (

B
ag

 o
f 

2
5

)
1

5
.9

5
$
 

M
-4

4
2

8
.9

5
$

  
 

2
8

8
1

 (
B

ag
 o

f 
2

0
)

3
4

.9
5

$
  

 
P

a
g

es
 1

5

S
P

-3
0

3
9
9
.9

5
$
 

3
0
1
-4

0
3
 (

E
ac

h
)

1
2

.9
5

$
  

 
S

N
U

G
 1

7
2

8
 (

B
ag

 o
f 

2
5

)
1

2
.9

5
$
 

P
a

g
es

 1
0

2
8

8
2

 (
B

ag
 o

f 
2

0
)

3
7

.9
5

$
  

 
A

-5
4

9
9

.9
5

$
  

 

T
IP

-4
2
 (

B
u
n
d
le

 o
f 

2
0
)

8
5

.9
5

$
  

 
B

W
W

P
-2

5
 (

B
ag

 o
f 

2
5

)
1

3
.9

5
$
 

S
P

W
-2

0
0

2
4

.9
5

$
  

 
2

8
8

3
 (

B
ag

 o
f 

1
0

)
3

2
.9

5
$

  
 

S
F

-2
0

0
5

3
5

8
.9

5
$

  
 

P
a

g
e 

5
T

IP
-4

2
W

 (
B

u
n
d
le

 o
f 

2
0
)

8
5

.9
5

$
  

 
T

G
N

-2
5

 (
B

ag
 o

f 
2

5
)

1
4

.9
5

$
 

S
P

W
-4

0
0

3
5

.9
5

$
  

 
2

8
8

6
 (

B
ag

 o
f 

1
0

)
2

9
.9

5
$

  
 

R
O

L
L

-A
-B

O
B

2
4

.9
5

$
  

 

3
1

1
-1

1
8

S
A

2
5
.9

5
$
  

 
A

1
6
-2

5
F

 (
B

u
n
d
le

 o
f 

2
0
)

5
5

.9
5

$
  

 
R

P
-2

5
 (

B
ag

 o
f 

2
5

)
1

5
.9

5
$
 

JS
P

W
-2

0
0

2
9

.9
5

$
  

 
S

F
-2

0
3

1
0

1
9

.9
5

$
  

 
3

0
0

-3
1

5
1

6
.9

5
$

  
 

3
1

1
-1

2
4

2
4
.9

5
$
  

 
R

F
P

-6
0
 (

B
u
n
d
le

 o
f 

2
0
)

7
9

.9
5

$
  

 
S

C
-1

4
0

 (
B

ag
 o

f 
2

5
)

1
6

.9
5

$
 

JS
P

W
-4

0
0

6
4

.9
5

$
  

 
S

F
-2

0
4

0
2

 (
B

ag
 o

f 
5

)
1

2
.9

5
$

  
 

S
F

-2
0

4
1

2
 (

B
ag

 o
f 

8
)

1
6

.9
5

$
  

 

3
1

1
-1

2
9

S
A

2
5
.9

5
$
  

 
R

F
P

-7
2
 (

B
u
n
d
le

 o
f 

2
0
)

8
6

.9
5

$
  

 
S

C
-1

6
0

 (
B

ag
 o

f 
2

5
)

1
7

.9
5

$
 

S
P

R
-2

0
0

8
3

.7
8

$
  

 
S

F
-2

0
4

0
3

 (
B

ag
 o

f 
5

)
1

3
.9

5
$

  
 

E
I-

1
0

4
6

1
9

9
.9

5
$
 

3
1

1
-1

3
0

S
A

3
1
.9

5
$
  

 
R

2
1
 (

B
ag

 o
f 

2
5
)

1
5

.9
5

$
  

 
S

C
-1

5
0

 (
B

ag
 o

f 
2

5
)

1
7

.9
5

$
 

S
P

T
-2

0
0

2
6

.9
5

$
  

 
2

2
1

2
3

3
.9

5
$

  
 

E
IP

-1
0

0
0

8
9

.9
5

$
  

 

3
1

1
-1

3
1

A
2
4
.9

5
$
  

 
P

a
g

e 
6

2
3

3
2

 (
B

ag
 o

f 
2

5
)

1
6

.9
5

$
 

S
P

T
-4

0
0

6
5

.5
7

$
  

 
A

-2
5

1
7

.9
5

$
  

 

3
1

1
-1

5
6

C
P

2
0
.9

5
$
  

 
S

F
-2

0
0
0
5

1
1

.9
5

$
  

 
P

a
g

es
 8

S
W

T
-2

0
0

5
9

.9
9

$
  

 
S

F
-2

0
5

4
6

1
7

.9
5

$
  

 

3
1

1
-1

5
6

F
M

2
0
.9

5
$
  

 
S

F
-2

0
0
0
4

1
2

.9
5

$
  

 
S

C
-6

0
 (

B
ag

 o
f 

2
5

)
1

8
.9

5
$
 

S
P

T
-3

3
0

/1
.5

7
9

.8
1

$
  

 
S

F
-2

0
5

5
1

1
9

.9
5

$
  

 

3
1

1
-1

5
6

S
 

2
0
.9

5
$
  

 
S

F
-2

0
0
0
9

1
3

.9
5

$
  

 
S

C
-1

5
 (

B
ag

 o
f 

2
5

)
1

3
.9

5
$
 

S
P

T
-6

5
6

/2
1

0
5

.2
9

$
 

S
F

-2
0

5
5

2
8

4
.9

5
$

  
 

3
1

1
-1

5
8

R
2
 C

al
l 

2
0
.9

5
$
  

 
S

F
-2

0
0
0
3

1
9

.9
5

$
  

 
S

C
-1

0
 (

B
ag

 o
f 

2
5

)
1

4
.9

5
$
 

S
P

A
-5

0
 (

B
ag

 o
f 

3
)

1
1

.9
5

$
  

 
4

0
0

-4
0

7
T

 (
5

#
 b

o
x

)
2

1
.9

5
$

  
 

3
1

1
-2

2
1

2
4
.9

5
$
  

 
S

P
A

-5
1

4
.9

5
$
  

 
S

C
-2

0
 (

B
ag

 o
f 

2
5

)
1

7
.9

5
$
 

S
P

A
-7

5
 (

B
ag

 o
f 

3
)

1
2

.9
5

$
  

 
S

F
-2

0
3

0
3

8
4

.9
5

$
  

 

3
1

1
-3

0
6

  
 

2
9
.9

5
$
  

 
A

-6
1

3
.9

5
$
  

 
S

C
-2

5
 (

B
ag

 o
f 

2
5

)
1

7
.9

5
$
 

S
P

A
-1

0
0

 (
B

ag
 o

f 
3

)
1

2
.9

5
$

  
 

S
F

-2
0

3
0

9
1

2
.9

5
$

  
 

3
1

1
-3

0
8

5
2
.7

4
$
  

 
A

-6
/5

1
6

.9
5

$
  

 
S

C
-9

5
0

 (
B

ag
 o

f 
1

0
)

1
6

.9
5

$
 

2
8

8
0

 (
B

ag
 o

f 
2

)
1

3
.9

5
$

  
 

S
F

-2
0

4
3

0
 (

B
ag

 o
f 

2
5

)
1

3
.9

5
$

  
 

3
1

1
-3

1
0

5
0
.6

9
$
  

 
A

-6
/D

3
9

.9
5

$
  

 
S

C
-7

7
 (

B
ag

 o
f 

2
5

)
1

5
.9

5
$
 

S
P

A
-1

3
0

 (
B

ag
 o

f 
3

)
1

2
.9

5
$

  
 

2
0

0
-2

6
0

1
4

.9
5

$
  

 

3
1

1
-3

1
1

A
 

3
2
.9

5
$
  

 
A

-6
6

3
5

.9
5

$
  

 
S

C
-7

5
 (

B
ag

 o
f 

2
5

)
1

5
.9

5
$
 

S
P

A
-1

4
0

 (
B

ag
 o

f 
3

)
1

2
.9

5
$

  
 

2
0

0
-2

6
0

1
4

.9
5

$
  

 

re
v
. 
1
2
1
9
0
8
rm

s
1
 o

f 
1


